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Description

ET2001 is a dippable polymer based silver end
termination. It contains a fast curing polymer system.
ET2001 is a Ni/Sn plateable polymer end termination
designed to be compatible on multilayer ceramic chip
capacitors (NPO and X7R bodies).

Key Features

= Niand Sn plateable Solvent resistant

This picture does not show the packaging of ET2001 and is solely intended for illustration

purposes. The products are available in different packaging configurations and may

change over time. Please refer to the latest safety data sheets for safety-relevant

pictograms.
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Typical Properties

Viscosity 40 - 60 kcps, Brookfield
HBT, SC4-14 spindle & 6R
utility cup @ 10 rpm, 25°C

Alloy Ratio 100

Paste Function Plateable
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Warranty
Material guaranteed to meet specifications for 6 months from date of manufacturing with proper storage.
Storage

Store in a dry location at 20 — 25°C. DO NOT REFRIGERATE. Allow paste to come to room temperature prior to opening.
Spatulate well before using, as settling may occur during storage.
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contractually and explicitly agreed in writing, in advance). The data is supplied on the condition that the user shall conduct tests to determine materials suitability for particular application. The
Heraeus logo and Heraeus, figurative mark are trademarks or registered trademarks of Heraeus Holding GmbH or its affiliates. All rights reserved.
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